
TURBO CHARGE your scanning application with the 
WideTEK 25 scanner.  Its ultra high scanning speeds and 
1,000,000+ scans durability place this flatbed scanner at 
the peak of the performance curve for serious production 
scanners.  It’s easy to use and there are no drivers or special 
software to worry about —  WideTEK 25 works right out of the 
box.  Simply  assign a valid IP address, open a browser and 
begin scanning.

Don’t rescan that document !  WideTEK allows you modify 
brightness, contrast, sharpness, and gamma before or after 
scanning.  Use WideTEK’s touch screen or connect a VGA 
monitor and view images immediately.  

Get ready.  It’s faster than you think!
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scan in 3 seconds at 300 dpi

Intuitive Touch Screen Operation





The scanner manufacturing division of Image Access was 
founded in 1993 by an engineer-scientist with many years 
of experience in production digital imaging.  Over the years, 
Image Access’ focus on engineering excellence has helped 
win many contracts to provide scanner electronics to other 
scanner manufacturers.  One well-known planetary scanner 
manufacturer acquired the electronics for its first planetary 
scanner from Image Access.  Presently, Image Access 
supplies large quantities of its industry leading camera 
electronic modules to a major commercial production scanner 
manufacturer.

In 2001, Image Access released Scan2Net, its trademarked 
set of revolutionary scanner technologies which included 
an Ethernet connection to a computer compatible with MS-
Windows, Linux and Apple operating systems.  Since then, 
Image Access has leveraged its large technological investment 
in Scan2Net to create a full line of high production specialty 
scanners, including many models of Bookeye planetary 
scanners, B and C size flatbed scanners and wide format 
feed-through scanners for maps and drawings.  Recognizing 
the Scan2Net superiority, several competitors, including 
the oldest and largest wide format scanner manufacturer, 
have recently tried to copy the computer interface portion of 
Scan2Net.

When given the opportunity to compare the image quality of several competing scanners outputting the same resolution or dpi, 
it’s likely that you will notice variations in quality like the ones below. These variations result from the effects of differences in 
scanner optics, electronics and lighting.  One Western European nation recently purchased 80 scanners from Image Access 
based on its superior image quality, even though the competing scanners offered the same resolution.  
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Since Scan2Net scanners connect to computers via Gigabit 
Ethernet, their data transfer speeds are substantially higher 
than any other scanners on the market.  This high speed is 
vital for performance when scanning large images at high 
resolutions.  For optimal speed, connect the scanner directly 
to the computer using the Ethernet crossover cable supplied 
with the scanner. 
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Today, Image Access supplies its superior scanner electronics in large quantities to several other scanner manufacturers, 
providing us with large economies of scale. Thousands of Bookeye users worldwide provide us with unparalleled 
feedback.  Hence, we are able to produce the best scanners at the lowest possible prices. 




